Reminiscent of the walls found scattered throughout the European countryside, Keystone's Stonegate Country Manor features a smooth, weathered stone appearance. Stonegate delivers all of the best features of the original Country Manor, with a refined look. Use alone, or maximize design potential by combining with the 6"h (152mm) Stonegate system (confirm availability with your local Keystone producer).

**Features & Benefits**

**Perfect For:**
- Free-standing & parapet walls
- Pilasters
- Tree rings
- Luxurious focal points
- Maximize design options by combining Stonegate 3"h (76mm) and 6"h (152mm) units to create an attractive ashlar pattern.

**Design Versatility:**
- Multiple textured sides permit units to be installed as an exposed end unit or 90° corner.
- Each unit has three finished face dimensions; this design variation simplifies the creation of random patterns - assuring stunning results.
- Each unit's 90° angle and a tapered (angled) side, allow for the creation of 90° corners, tight fitting straight line walls, and radii at curves.

**Unique Appearance**
- Produced in colors that enhance its antiqued cut stone appearance.
- Artfully combines a smooth, weathered stone face with a rustic tumbled finish.

**Unit Dimensions & Weights:**

<table>
<thead>
<tr>
<th>Size</th>
<th>Dimensions</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>Large</td>
<td>3&quot;h x 16&quot;/14&quot;w x 10&quot;d</td>
<td>30 - 33 lbs (14 - 15 kg)</td>
</tr>
<tr>
<td>Medium</td>
<td>3&quot;h x 12&quot;/10&quot;w x 10&quot;d</td>
<td>22 - 24 lbs (10 - 11 kg)</td>
</tr>
<tr>
<td>Small</td>
<td>3&quot;h x 6&quot;/4&quot;w x 10&quot;d</td>
<td>9 - 11 lbs (4 - 5 kg)</td>
</tr>
<tr>
<td>Cap Unit</td>
<td>3&quot;h x 12&quot;w x 12&quot;d</td>
<td>40 lbs (18 kg)</td>
</tr>
</tbody>
</table>

**Units/sq.ft.**
- 0.77 (average)

**Pin Specifications:**
- 1" x 2 3/8" Alignment Pins (25mm x 60mm)
- (2 pins required per unit)

---

**Note:** Unit color, dimensions, weight & availability varies by manufacturer.
INSTALLATION INSTRUCTIONS

Remove all surface vegetation and debris. Do not use this material as backfill. After selecting the location and length of the wall, excavate the base trench to the designed width and depth (min. 20" w x 6" d [500mm x 150mm]). Start the leveling pad at the lowest elevation along wall alignment. Step up in 3" (76mm) increments with the base as required at elevation changes in the foundation. Level the prepared base with 3" (76mm) of well-compacted granular fill. Do not use PEA GRAVEL or SAND for leveling pad.

Once the pins have been installed, provide ½" - ¾" (10 - 20mm) crushed stone drainage fill behind the units to a minimum depth of 12" (300mm). Proceed to place backfill in maximum 3" (76mm) layers (lifts) and compact to 95% Standard Proctor with the appropriate compaction equipment. Do not use heavy ride-on compaction equipment within 3’ (1m) from back of wall. Do not use jumping or ramming type compaction.

Place the first course of units end to end (with front corners touching) on the prepared base. The three pin holes should face up, as shown. Make sure each unit is level - side to side and front to back. Leveling the first course is critical for accurate and acceptable results. For alignment of straight walls, use a string line aligned on the unit pin holes for accuracy.

Place the next course of units over the alignment pins, fitting the pins into the long receiving channel recess of the units above (Note: Some removal of debris in the pin holes and channel may be necessary prior to placement). Push the units toward the face of the wall until they make full contact with the pins. If pins do not connect with channel but align in open core of upper unit, place drainage fill in core to provide unit interlock with pin. For near vertical alignment, center the unit above over the center placed pins below.

Place the alignment pins into the holes of the units (note: place one pin only per each grouping of three holes). Place pins in the middle hole for near vertical alignment or the holes nearest the embankment for a 9.5° +/- setback per course. According to wall requirements and design, the front pin hole (towards the face of the wall) can be used randomly to allow a forward projection of a specific unit for accent and variation in the wall appearance.

Continue all steps until ready to place the wall cap. Clean off the last course in preparation for the cap or coping to finalize the wall. With units dry and clean, use construction adhesive to secure the caps to the units. Install the Stonegate Country Manor 3" (75mm) capping unit, architectural precast concrete or cut stone as a coping element. Cap may be flush or overhanging as required by aesthetics and design.